ANNEX II + III :
 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER
Contract title : Supply of Trencher
p 1 /…
Publication reference : 1283/Regional Agency for Socio-Economic Development - Banat Ltd. Zrenjanin/32260/30.03.2016-6
Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
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	1
	Trencher: 3 pieces
Description and purpose of vehicle: Combined backhoe loader/trencher
Engine power: max 60KW
Engine type: diesel, TIER IV or better
Transmission: 4WD/2WD selective by operator 
Top speed road: min 40 kmh
Min weight: 8.000kg
Ground clearance: min 0.3m
Fuel capacity: min 150l

Cabin protection from rolling over and falling objects in line with:
· ISO 3449:2005 Falling-object protective structures compliance
· ISO 3471:2008 Roll-over protective structures compliance
Hydraulic pump specifications:

· Max working pressure: 250bar

· Max flow: 160l/min

Backhoe specifications:

· Bucket width: 550-650mm 

· Max Dig Depth: min 5.9 meters

· Max. loadover height (backhoe): min 4m

· Max Reach From Swivel: min 6 m

· Installation for possibility of mounting of pneumatic hammer 
Loader specifications:

· Bucket Capacity: min 1m3

· Bucket Width: min 2.3m

· Clearance at Max Dump Height: min 2.7m

· Reach at Max Dump Height: min 0.7 m

· Dig Depth: min 50mm
Aux Equipment: 
· Lights for night works, 
· Satelite/gprs tracking equipment of machine postion and working status/parameters including fuel consumption.
· rotation lights, 

· fire estinguiser, 
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